
  Conduit
PART 

NUMBER CONSTRUCTION LINER 
MATERIAL

INNER 
DIAMETER

JACKET 
MATERIAL

OUTER
DIAMETER

BC096050 Bowden None 0.050 None 0.090

760-00-110 Bowden None 0.062 PVC  (Black) 0.153

2985F200 Bowden PE 0.080 PVC  (Black) 0.197

5030 Bowden None 0.082 None 0.190

415187-00-01 Bowden HDPE 0.084 HDPE (Black) 0.218

447218-01-01 Bowden PTFE 0.090 Nylon (Black) 0.248

2034-1 Bowden None 0.164 HDPE (Black) 0.337

5087F192-MOD Braided Acetal 0.077 HDPE (Black) 0.192
1160J170 Long Lay PE 0.053 PE (white) 0.173

2971D190 Long Lay HDPE 0.070 Nylon (Gray) 0.190

1962F243 Long Lay HDPE 0.085 PE (Black) 0.245

1562F250 Long Lay HDPE 0.098 PE (Black) 0.250

AC343122PEG Long Lay (Armored) HDPE 0.122 HDPE 0.343

4589F330 Long Lay PTFE 0.125 PE (Black) 0.330

BW3696 Long Lay HDPE 0.215 PE (Black) 0.500
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